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УРОВНЕМЕРЫ

Технические характеристики на 
датчики уровня жидкости

L20D-R

А  (7273)495-231 
А  (3955)60-70-56 
А  (8182)63-90-72 

 (8512)99-46-04 
 (3852)73-04-60 

 (4722)40-23-64 
 (4162)22-76-07 

 (4832)59-03-52 
 (423)249-28-31 
 (8672)28-90-48 

 (4922)49-43-18 
 (844)278-03-48 

 (8172)26-41-59 
 (473)204-51-73 

 (343)384-55-89 
 (4932)77-34-06 

 (3412)26-03-58 
 (395)279-98-46 

 (843)206-01-48

 (4012)72-03-81 
 (4842)92-23-67

 (3842)65-04-62
 (8332)68-02-04

 (4966)23-41-49 
 (4942)77-07-48 

 (861)203-40-90 
 (391)204-63-61 

 (3522)50-90-47
 (4712)77-13-04

 (4742)52-20-81 
 (3519)55-03-13 

 (495)268-04-70
 (8152)59-64-93 

  (8552)20-53-41 
  (831)429-08-12 

 (3843)20-46-81 
 (383)227-86-73     

Н (3496)41-32-12

 (3812)21-46-40
 (4862)44-53-42 

 (3532)37-68-04 
 (8412)22-31-16
 (342)205-81-47 

 (8142)55-98-37 
 (8112)59-10-37 

 (863)308-18-15 
 (4912)46-61-64 
 (846)206-03-16 

 812)309-46-40 
 (8342)22-96-24 
 (845)249-38-78 

 (8692)22-31-93 
 (3652)67-13-56 

 (4812)29-41-54 
 (862)225-72-31 

 (8652)20-65-13 
 (3462)77-98-35

 (8212)25-95-17 
 (4752)50-40-97 

 (4822)63-31-35 
 (8482)63-91-07 

 (3822)98-41-53 
 (4872)33-79-87 

 (3452)66-21-18 
 (3012)59-97-51 

 (8422)24-23-59 
 (347)229-48-12 

 (4212)92-98-04 
 (8352)28-53-07 
 (351)202-03-61 
 (8202)49-02-64 

 (3022)38-34-83 
 (4112)23-90-97 

 (4852)69-52-93

  +7(495)268-04-70   +7(7172)727-132   +996(312)96-26-47

По вопросам продаж и поддержки обращайтесь: 

http://www.honeywell.nt-rt.ru
mailto:hwn@nt-rt.ru


TECHNICAL DATA MECHANICAL FITTINGS & DIMENSIONS 

Accuracy: ±2mm 
Operating temperatures: 

�  Ambient te perature: � 25 °C +70°C
�  Liquid tem erature: � 40 °C  +150°C

Power supply: 18 to 36 Vdc (28 Vdc max for I.S.) 
Pressure: 25 bar 
Intrinsically safe: II 1 G/D EEx ia IIC T6 
Protection class: IP65 

Note: Lengths 1 needs to be specified 
8 weeks before delivery

Weight : 0.7 Kg

SPECIAL FEATURES MECHANICAL CONNECTION 

Materials:  
�  Probe: Stai less steel 316L
�  Head : Aluminu

Lengths: L= 75, 120 or 200mm 
Fitting: 1/2" BSPT 
Relay output: NO or NC dry contact 
For order, specify status of switch outside liquid 

ELECTRICAL CONNECTION 

TECHNICAL DOCUMENTATION 

322444E 

Connections 
Installation manual 
Maintenance manual 322444E 

L20D�R � Technical specifications
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