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КОЛЛЕКТОРЫ
Технические характеристики 

на MDU2, MDU3, MDU4, 
MDU5, MDU6

А  (7273)495-231 
А  (3955)60-70-56 

 (8182)63-90-72 
 (8512)99-46-04 

 (3852)73-04-60 
 (4722)40-23-64 

 (4162)22-76-07 
 (4832)59-03-52 

 (423)249-28-31 
 (8672)28-90-48 

 (4922)49-43-18 
 (844)278-03-48 

 (8172)26-41-59 
 (473)204-51-73 

 (343)384-55-89 
 (4932)77-34-06 

 (3412)26-03-58 
 (395)279-98-46 

 (843)206-01-48

 (4012)72-03-81 
 (4842)92-23-67

 (3842)65-04-62
 (8332)68-02-04

 (4966)23-41-49 
 (4942)77-07-48 

 (861)203-40-90 
 (391)204-63-61 

 (3522)50-90-47
 (4712)77-13-04

 (4742)52-20-81 
 (3519)55-03-13 

 (495)268-04-70
 (8152)59-64-93 

  (8552)20-53-41 
  (831)429-08-12 

 (3843)20-46-81 
 (383)227-86-73     

Н (3496)41-32-12

 (3812)21-46-40
 (4862)44-53-42 

 (3532)37-68-04 
 (8412)22-31-16
 (342)205-81-47 

 (8142)55-98-37 
 (8112)59-10-37 

 (863)308-18-15 
 (4912)46-61-64 
 (846)206-03-16 

 812)309-46-40 
 (8342)22-96-24 
 (845)249-38-78 

 (8692)22-31-93 
 (3652)67-13-56 

 (4812)29-41-54 
 (862)225-72-31 

 (8652)20-65-13 
 (3462)77-98-35

 (8212)25-95-17 
 (4752)50-40-97 

 (4822)63-31-35 
 (8482)63-91-07 

 (3822)98-41-53 
 (4872)33-79-87 

 (3452)66-21-18 
 (3012)59-97-51 

 (8422)24-23-59 
 (347)229-48-12 

 (4212)92-98-04 
 (8352)28-53-07 
 (351)202-03-61 
 (8202)49-02-64 

 (3022)38-34-83 
 (4112)23-90-97 

 (4852)69-52-93

  +7(495)268-04-70   +7(7172)727-132   +996(312)96-26-47

По вопросам продаж и поддержки обращайтесь: 

http://www.honeywell.nt-rt.ru
mailto:hwn@nt-rt.ru


Коллекторный узел поквартирного учета тепловой энергии предназначен для 
двухтрубных систем отопления с поквартирной горизонтальной разводкой. Узел 
обеспечивает функции подключения индивидуальных квартир к системе, 
измерения расхода, регулирования перепада давления и пропускной способности и 
распределения теплоносителя по квартирам.

Коллекторный узел поквартирного учета тепловой энергии имеет возможность 
крепления непосредственно в строительную нишу, а также, опционально, можно 
использовать встраиваемый металлический шкаф или пристенный шкаф. К 
выходам коллектора подключается поквартирная горизонтальная система 
отопления.

Номер для заказа Количество выходов Диаметр подключения к
коллектору Сторона подключения

MDU2-00-L 2 выхода 1/2" Ду15 Левая
MDU3-00-L 3 выхода 1/2" Ду20 Левая
MDU4-00-L 4 выхода 1/2" Ду25 Левая
MDU5-00-L 5 выходов 1/2" Ду25 Левая
MDU6-00-L 6 выходов 1/2" Ду25 Левая
MDU2-00-R 2 выхода 1/2" Ду15 Правая
MDU3-00-R 3 выхода 1/2" Ду20 Правая
MDU4-00-R 4 выхода 1/2" Ду25 Правая
MDU5-00-R 5 выходов 1/2" Ду25 Правая
MDU6-00-R 6 выходов 1/2" Ду25 Правая
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	The All-In-One Solution
	Highlights
	Industries
	Applications
	Options and Variants
	Devices with integrated nominal diameter reduction
	Technical Data

	Measuring System
	Measuring Accuracy
	Maximum measuring error
	Operating Conditions
	Other conditions
	Installation Conditions
	Materials
	Process connections of flange version
	Process connections of sandwich version
	Electrical connections
	Status output
	HART
	Binary output
	Frequency output
	Limit switch
	Current input
	Approvals and certifications
	Dimensions and weights

	Flange versions
	Sandwich version
	Sandwich version
	Dimensions of remote version
	Flow tables

	Measuring ranges
	Intended use
	Responsibility for the use of the measuring devices with regard to suitability, intended use and corrosion resistance of the used materials against the measured fluid lies solely with the operator.
	This device is a Group 1, Class A device as specified within CISPR11:2009. It is intended for use in industrial environment. There may be potential difficulties in ensuring electromagnetic compatibility in other environments, due to conducted as well ...
	The manufacturer is not liable for any damage resulting from improper use or use for other than the intended purpose.
	DN15C and DN25C have a robust flow sensor (signal pick-up) for harsh measuring conditions and higher maximum velocity compared to the standard version.

	Installation conditions
	For accurate volumetric flow measurement, the measuring device needs a completely filled pipe and a fully developed flow profile.
	Any vibration will distort the measuring result. That is why any vibrations in the pipeline must be prevented through suitable measures.
	Procedures to carry out before installing the device:
	 Nominal diameter of connection pipe flange = nominal flange diameter of pipe!
	 Use flanges with smooth holes, e.g. welding neck flanges.
	 Align carefully the holes of the connecting flange and the flowmeter flange.
	 Check the compatibility of the gasket material with the process product.
	 Make sure that the gaskets are arranged concentrically. The flange gaskets must not project into the
	pipe cross-section.
	 The flanges have to be concentric.
	 There must not be any pipe bends, valves, flaps or other internals in the immediate inlet run.
	 Devices in sandwich version may only be installed using centering rings.
	 Never install the device directly behind piston compressors or rotary piston meters.
	 The device must not be heated by radiated heat (e.g. exposure to the sun) to a electronics housing
	surface temperature above the maximum permissible ambient temperature. If it is necessary to prevent damage from heat sources, a heat protection (e.g. sun shade) has to be installed.
	 Do not lay signal cables directly next to cables for the power supply.
	 At product temperatures or ambient temperatures >+65 C / +149 F, a connection cable and cable
	glands with a minimum service temperature of +80 C / +176 F must be used.
	If there is a risk of water hammers in steam networks, appropriate condensate separators must be installed. Suitable measures must be taken to avoid water cavitation if it is a possible risk.


	Prohibited installation when measuring liquids
	Prohibited: Installing the device in an upper pipe bend ①, because there is a risk of gas bubbles ② forming. Gas bubbles can lead to pressure surges and inaccurate measurement.
	Installing the device in a downstream pipe ③ or upstream pipe of an outlet ④. There is the risk of partially filled pipes leading to inaccurate measurements.

	Prohibited installation when measuring steam and gases
	Prohibited: Installing the device in a lower pipe bend ①, because there is a risk of condensate forming ②.
	Condensate can lead to cavitation and inaccurate measurement. Under certain circumstances the device can be destroyed and the measured medium can leak.
	Pipelines with control valve
	To ensure smooth and correct measurement, the manufacturer recommends not installing the measuring device downstream from a control valve. This would run the risk of vortex formation, which would distort the measuring result.

	Preferred mounting position
	Depending on the installation position, you may have to rotate the display and/or the connection housing.

	Minimum inlet sections
	Minimum outlet sections
	The interior of the pipe at the metering points must be free of burrs and other flow impediments. The measuring device has an internal temperature sensor. The distance from external temperature measuring points must be ≥ 5 DN. Use flow sensors that ar...
	Flow straightener

	Heat insulation
	For applications with medium temperatures above +160 C / +320 F an insulation of the pipeline in accordance to the insulation guideline is suggested. Avoid higher electronic temperatures than +80 C / +176 F.
	The area above the signal converter support must not be heat-insulated.
	The heat insulation ③ may only extend to the maximum height ① shown below.

	Connecting the signal converter
	All work on the electrical connections may only be carried out with the power disconnected. Take note of the voltage data on the nameplate!
	When using the binary output M1...M4 as pulse output and frequencies above 100 Hz, shielded cables are to be used in order to reduce effects from electrical interferences (EMC).
	Both grounding terminals 7 and 8 are equally effective from a technical point of view.
	Steps for connecting the signal converter:
	Ensure that the housing gasket is properly fitted, clean and undamaged.


	Electrical connections
	Electrical connections
	Please ensure that the shielding 4 has been properly connected to both terminals 3 and 5. The exterior shielding of the cable must not be connected to any terminal.
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