
  

ДАТЧИКИ ТЕМПЕРАТУРЫ 
Технические характеристики 

на T901
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CARGO PUMP MOUNTING TYPE 

DESCRIPTION 
The temperature transmitter T901-PxOPI is specially designed to meet 
liquid cargo monitoring requirements. 
TECHNICAL DATA 

Temperature senson : 3-wires 100ohm at 0 Accuracy : IEC 
751 classB 
Protection class : IP67 
Rang : -20 to +120 (other scales on request) 
Intrinsically safe : EEx ia C T6 
Storage temperature: -55 to +85 Connecting unit operating 
temperature : 
-20 to +70

TEMPERATURE TRANSMITTER T901-PxOPI 

DESCRIPTION 
The pressure transmitter T901-P01A is 
especially designed to meet liquid cargo 
monitoring requirements. 
TECHNICAL DATA 
3-wire absolute
transmitter Range :
800~2000mbar
Accuracy : 1% of
measured scale
Output : 0.5 to 2.5VDC
Allowable
overpressure : 4000m
bar Power supply :
5VDC

Intrinsically safe : EEx ia C T6 
Storage temperature : -55 to 
+85 Connecting unit operating
temperature : -20 to +70
Protection class : IP67

INERT GAS PRESSURE TRANSMITTER T901-P 01TA 

DECK MOUNTING TYPE 
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